
Gebrauchsanweisung:
Verbinden Sie das Gerät, wie im Anschlussdiagramm oder auf dem Gehäuse dargestellt.
Voltmeter: Nach Einschalten des Geräts wird die Spannung zwischen den Eingangsklemmen angezeigt. Diese können entweder
mit Phase- und Neutralleiter oder mit zwei Phasen verbunden werden.
Selektives Voltmeter: Nach Einschalten des Geräts wird die Spannung zwischen L1 und N angezeigt. Die Lampe an L1
leuchtet. Durch Betätigen des Tasters kann zur Anzeige von L2-N, L3-N, L1-L2, L2-L3 und L1-L3 gewechselt werden. In jeder
Anzeige leuchtet die jeweilige Lampe.
Frequenzmeter: Nach Einschalten des Geräts wird die aktuelle Frequenz zwischen den Eingangsklemmen angezeigt. Diese
können entwender mit Phase- und Neutralleiter oder Phase und Phase verbunden werden.
Wartung:
Schalten Sie das Gerät aus und lösen Sie alle Verbindungen. Reinigen Sie das Gehäuse mit einem trockenen Tuch. Nutzen Sie
keine leitfähigen oder chemischen Reinigungsmittel, da diese das Gerät beschädigen können.
Stellen Sie sicher, dass das Gerät nach der Wartung einwandfrei funktioniert.
Warnhinweis:
Nutzen Sie das Gerät ausschließlich, wie in der Gebrauchsanweisung beschrieben.
Nutzen Sie das Gerät NICHT in feuchter Umgebung. Ein Schalter sowie eine
Leitungssicherung müssen in der Schaltung leicht erreichbar vorgesehen werden.
Markieren Sie den Schalter sowie die Sicherung eindeutig für das Gerät.

Allgemein:
Voltmeter: Spannungsmessung zwischen Phase- und Neutralleiter, sowie Phase und Phase.
Selektives Voltmeter: 3-Phasige Spannungsmessung gegen Neutralleiter, sowie zwischen den Phasen.
Frequenzmeter: Frequenzmessung zwischen Phase- und Neutralleiter, sowie Phase und Phase.

General:
Voltmeter: Designed to watch voltage between phase-neutral or phase-phase.
Selective Voltmeter: Designed to watch voltage between 3 phase-neutral or 3 phase-phase.
Frequencymeter: Designed to watch frequency between phase-neutral or phase-phase.

Technische Informationen: Technical specifications:

Usage of device and working principle:
Make the connections according to the diagram in the manual or on the housing of the device.
Voltmeter: Displays the voltage at the inputs when power is turned on. The inputs can be connected with phase-neutral
or phase-phase.
Selective Voltmeter: Displays the voltage between L1-N and L1 LED switches on when power is turned on. Voltages
that also can be displayed are L2-N, L3-N, L1-L2, L2-L3 and L1-L3 by pressing the Button. The related LED will turn on
refering to the voltages displayed.
Frequencymeter: Displays the frequency at the inputs when power is turned on. The inputs can be connected with
phase-neutral or phase-phase.
Maintenance:
Switch off the device and release from connections. Clean the trunk of device with a swab. Don’t use any conductor or
chemical might damage the device. Make sure device works after cleaning.
Warnings:
Please use the device according to the manual. Don’t use the device in wet.
Include a switch and circuit breaker in the assembly.
Put the switch and circuit breaker nearby the device, operator can reach easily.
Mark the switch and circuit breaker as releasing connection for device.

Betriebsspannung(Un) .. :
Betriebsfrequenz ........... :
Leistungsaufnahme ....... :
Betriebstemperatur ........ :
Messbereich .................. :

Messgenauigkeit ........... :
Anschlusstyp ................. :
Display........................... :
Einbaugröße (Ausbruch):
Aderquerschnitt ............. :
Gewicht ......................... :
Montageart .................... :
Betriebshöhe ................. :

150V - 270VAC
50/60 Hz
< 6 VA
-20°C - 55°C
1-400 Hz (15-500 VAC DJ-FXX),
0-500 VAC (DJ-VXX(S))
±%1
Schraubklemmen
20mm (96), 14mm(72, 36), 9mm(48)
91x91mm(96), 68x68mm(72), 46x46mm(48), 31x72mm(36)
1,5 mm²
Max. 220 g
Frontpaneleinbau
< 2000 m

Operating voltage(Un) ... :
Operating frequency...... :
Operating power............ :
Operating temperature .. :
Measurement range ...... :

Measurement precision . :
Connection type ............ :
Display........................... :
Panel hole size .............. :
Wire diameter ................ :
Weight ........................... :
Mounting........................ :
Operating altitude .......... :

150V - 270VAC
50/60 Hz
< 6 VA
-20°C - 55°C
1-400 Hz (15-500 VAC DJ-FXX),
0-500 VAC (DJ-VXX(S))
±%1
Plug-in terminal
20mm (96), 14mm(72, 36), 9mm(48)
91x91mm(96), 68x68mm(72), 46x46mm(48), 31x72mm(36)
1,5 mm²
Max. 220 g
Panel front mounted
< 2000 m
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